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Modern Ice Grey
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3303 Askada Grey Wash

Askada Grey Wash
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3304 Loft Oak

Loft Oak
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3,____305. Vintage Cambridge Oak

Vintage Cambridge Oak
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Vintage Evian Oak
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3307 Coastal Blackbutt

Coastal Blackbutt
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3308 Spotted Gum

Spotted Gum
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3309 Oxford Oak

Oxford Oak
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3310 Vienna Oak

Vienna Oak
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STORM LUXURY HYBRID PLANKS
TECHNICAL SPECIFICATIONS
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TYPE FIRE RATING

Storm Luxury Hybrid Planks Critical Heat/ Radiant Flux (CHF)
Pass the AS ISO 9239.1 Standard as required by
the Australian National Construction Code
INSTALLATION METHOD

Floating Floor (5G Licensed Click System) ACOUSTIC RATING

Achieved AAAC 5 Star Acoustic Rating
DIMENSIONS
1800mm x 225mm x 7mm

(5.5/0.5mm SPC + 1.5mm IXPE) PRODUCTION METHODS

German Manufacturing Technology

BOX CONTAINS

5 Planks = 2.025m?/box ENVIRONMENTAL & QUALITY CERTIFICATES

VOC EO (Volatile Organic Compound)
ISO 9001 (Quality Assured Firm)
SLIP RATING ISO 14001 (Environmental Assured Firm)
AS 4586 (2013) Slip Resistance Classification
of New Pedestrian Surface Materials
Appendix A - Wet Pendulum Test STRUCTURAL WARRANTY
Achieved a pass of P3 25 Years Structure
(Please Refer to Storm Luxury Hybrid Warranty)
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quick and easy slip resistance glue-free easy abrasion color fastness resistance to warm to the i to d static high elasticity
installation ir ion 1ce to light cigarette ash touch water resistance resistance

Combining quality & environmental control standards throughout the manufacturing process.
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FSC

Note: Colour grain & feature patterns may vary from the actual product to the electronic and printed media.
For detail maintenance & installation guidelines please refer to the website.




